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Einbau von MS-Sensor 
 
 
Hinweise zum Betrieb 
 
Beim BLZMS251 ist aufgrund der Funktionsweise der Schalter darauf zu 
achten, dass diese keinen Fremdmagnetfeldern ausgesetzt werden (bspw. 
durch Ummantelung des Zylinders mit ferromagnetischem Material oder 
durch das Vorhandensein einer Heizspule in der näheren Umgebung). 
Befestigt wird der Zylinder optimalerweise mit V2A-Schrauben. 
 
Abhängig vom Kolbendurchmesser bedingt die Breite des Magnetfeldes 
des Schaltkolbens einen Mindesthub. 
 

Kolben-Ø 20 25 32 40 50 63 

Mindesthub 6 6 6 6 8 10 

 
Die Breite des Magnetfeldes und die Schalthystherese erfordern eine im 
folgenden beschrieben Vorgehensweise beim Einstellen der Schalter. 
 
 
Einstellung der Schaltpunkte 
 

1 Schalter bis zum Einschaltpunkt schieben (LED an) und die Höhe 
der Vorderkante des Schalters markieren 

 
2 Schalter bis zum Ausschaltpunkt (LED aus ) weiterschieben 

 
3 Schalter bis zum zweiten Einschaltpunkt (LED an) zurückschieben 

und die Höhe der Vorderkante des Schalters markieren 
 

4 den Schalter auf der Höhe Vorderkante zwischen beiden 
Markierungen fixieren 
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Fitting of MS-switch 
 
 
Advices for operation 
 
Due the effective principle of the BLZMS251 it has to be regarded that the 
switches are not exposed to external magnetic fields (e.g. by coating the 
cylinder with ferromagnetic material or by the existence of a heating coil 
nearby). The cylinder is preferably fixed with V2A-screws. 
 
Depending on the piston diameter there is a minimum stroke caused by 
the width of the magnetic field of the switching piston. 
 

Piston-Ø 20 25 32 40 50 63 

Minimum stroke 6 6 6 6 8 10 

 
Adjusting the switches the width of the magnetic field and the switching 
hysteresis require a procedure described in the following. 
 
 
Adjustment of the switches 
 

1 Slide the switch to the switch-on point (LED on) and mark the 
cylinder at the front edge of the switch 

 
2 Slide the switch further till the switch-off point (LED off) 

 

3 Slide the switch back till the second switch-on point (LED on) and 
mark the cylinder at the front edge of the switch 
 

4 Fix the switch with the front edge between the two marks 


