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Spezifizierung der NE-Anbaugruppe als Einzelteil 
 

 

Hintergrund 

 

Mit der NE-Anbaugruppe wird die Kolbenposition des BLZNE400 stufenlos abgefragt.  

Die Anbaugruppe kann nachträglich an den BLZ400 angebracht werden, sie kann jedoch auch 

anderweitig verwendet werden, bspw. zur Positionsabfrage an Werkzeugen.  

 

 

Bestellbezeichnung 

 

Die genaue Zusammenstellung der Anbaugruppe wird wie folgt festgelegt: 

 

 

 

 

Aufschlüsselung 

 

S bestimmt die Steckerlage (5, 6 oder 7) 

KD bestimmt den Kolbendurchmesser des eigentlich zugehörigen Zylinders  

und damit die Länge der Schaltleiste (bzw. die Überlänge L06) 

H entspricht dem Maximalhub (woraus wiederum die Gehäuselänge L05 resultiert) 

 

 

Bestellbeispiel 

 

 

 

  

ABG1A . S . KD - H 

ABG1A . 5 . 32 - 89 
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   Abb.1 : Anbaugruppe ABG1A für den BLZNE400, komplett / Vorlage: BLZNE400 Ø50 

   * erst ab Hub > 44 

 

 

 

 

 

 

 

 

 

 

 

 

 

Bitte beachten Sie, dass eine Bestellung der gesamten Baugruppe erfolgt, d.h. mit Gewindebolzen 

(bis Kolben-Ø 50), Mutter und Mitnehmer. 

Standardmäßig hat der zugehörige Winkelstecker 3m-Kabel, auf Wunsch ist auch ein Stecker mit 

5m-Kabel erhältlich. 

 

KD  20 25 32 40 50 63 80 100 

L06 * 17 20 23 26 28 29 32 34 

                  *bei Hubbewegung vergrößert sich L06 entsprechend des Hubes 

 

max. Hub H 29 44 59 74 89   

L05 58 73 88 103 118   

X - - 30 45 60   
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Specification of the NE-assembly group 
 

 

About 

 

With the aid of the NE-assembly group the piston position of the BLZNE400 is queried.  

The NE-assembly group can be attached on the BLZ400 ex post. It is also possible to use it 

elsewhere, for example as position query on injection molds. 

 

 

Order specification 

 

The exact design of the NE-assembly group is as follows: 

 

 

 

 

 

Coding 

 

S determines the plug position (5, 6 or 7) 

KD determines the piston diameter of the primary cylinder  

and with it the length of the switching actor (respectively the excess length L06) 

H corresponds the maximum length (what from again the housing length L05 results) 

 

 

Ordering example:  

 

 

 

 

 

  

ABG1A . S . KD - H 

ABG1A . 5 . 32 - 89 
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Abb.1 : NE-assembly group ABG1A for the BLZNE400, complete / model: BLZNE400 Ø50 

   * first at stroke  > 44 

 

 

 

 

 

 

 

 

 

 

 

 

 

Please note, that the assembly group ist ordered as a whole set, that means with thread bolt (up to 

piston-Ø 50), nut and driver. 

In ist standard-version the appropiate angle plug has 3m cable, on customer request a 5m-model is 

also available. 

 

KD 20 25 32 40 50 63 80 100 

L06 * 17 20 23 26 28 29 32 34 

                     * L06 amplifies according the executed stroke movements 

 

max. stroke H 29 44 59 74 89   

L05 58 73 88 103 118   

X - - 30 45 60   


