
HEB Hydraulik­Elementebau GmbH, Postfach 10 01 17, D ­ 79120 Freiburg  

Bebelstr. 21, D ­ 79108 Freiburg­Hochdorf, Tel. +49 (0)761 13 0 99­0, Fax +49 (0)761 13 50 66 

e­mail: info@heb­zyl.de – http://www.heb­zyl.com

Technische Mitteilung

11.01.16; Si

Rundzylinder mit magnetischer Abfrage 

Baureihe 

Der ZMS­Zylinder mit den Baureihen ZMS100, ZMS140 und ZMS160 hat eine stufenlos verstellbare1

Kolbenpositionsabfrage durch Magnetfeldsensoren ähnlich dem bewährten BLZMS251­Zylinder.  

Er basiert auf den Z­Zylindern Z100, Z140 und Z160 und ist in Kolben­Ø20 bis Ø80 erhältlich  

(Ausnahme: ZMS160 Kolben­Ø25 bis Ø80). 

Schalter 

Zwei Magnetfeldsensoren mit LED­Anzeige und jeweils 3m Kabel sowie lösbarer Steckverbindung nach    

ca. 100mm gehören zum Lieferumfang.  

� Standard­Ausführung: Schalter für Betrieb bei von ­25˚C bis +70˚C 

� Sonderzubehör S55: Schalter für Betrieb bis +130°C und temperaturfeste Dichtungen2

Prozesssicheres Schalten 

Zur Vermeidung von Fehlschaltung muss ein den Zylinder umgebendes Fremdmagnetfeld kleiner als 1kA/m 

sein. Es darf sich kein ferritisches Material in unmittelbarer Nähe (Richtwert: min. 30mm) der 

Magnetsensoren befinden. Gegen möglicherweise mit dem Zylinder in Kontakt kommende Späne aus 
ferritischem Material müssen Abdeckungen vorgesehen werden.  

Vergleich Baumaße 

Im Unterschied zu den Z­Reihe bauen die ZMS­Zylinder bei allen Funktionsarten gleich lang.  

Maßlich ergeben sich unten stehende Änderungen zum Z­Zylinder. 

1
 Die Schalter sind mit Rohrschellen am Zylinderrohr befestigt. Durch das Lösen ihrer Anzugsschraube lassen sich die Sensoren 

leicht alternativ positionieren oder austauschen. 
2
 Bei der Bestellung des Sonderzubehörs S55 erhält der Zylinder neben den Schaltern für hohe Temperaturen auch das 

Sonderzubehör S5 = temperaturbeständige Dichtungen, wobei das Kürzel S5 in diesem Fall aber in der Bestellbezeichnung nicht 

mehr enthalten ist. 

Ø20 Ø25 Ø32 Ø40 Ø50 Ø63 Ø80 

ZMS 100 140 100 140 160 100 140 160 100 140 160 100 140 160 100 140 160 100 140 160

d1 ­ ­ 33 33 ­ 40 40 ­ 50 50 ­ ­ ­ ­ ­ ­ ­ 100 100 ­ 

L1 137 137 152 152 195 162 162 209 174 174 218 192 192 247 207 207 268 233 233 307

L1­105 145 145 155 155 202 164 164 221 184 184 224 197 197 257 212 212 268 231 231 308

L1­108 137 ­ 147 ­ 201 154 ­ 215 171,5 ­ 220 184,5 ­ 249 217 ­ 272 241,5 ­ 317

L1­111 165 165 175 175 226 189 189 249 216 216 256 235 235 295 257 257 315 286 286 365
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Technical Information

Round cylinder with magnetic query    

Series 

The ZMS­cylinder in the series ZMS100, ZMS140 and ZMS160 has a continuously adjustable query
13

of 

the piston­position by the aid of magnetic sensors similar to the one of the proven BLZMS251­

cylinder. Basing on the cylinders Z100, Z140 and Z160 the ZMS­series are available in piston­Ø20 up to 

Ø80 (exception: ZMS160 piston­Ø25 up to Ø80). 

Sensors 

Two magnetic sensors with LED­display with 3m cable each as well as detachable plug­and­socket 

connection after about 100mm are icluded.  

� Standard­version: sensor for operation from ­25˚C up to +70˚C 

� Special­equipment S55: sensor for operation up to +130°C and temperature­resistant seals
24

Process­reliability at switching 

In order to avoid faulty switching any magnetic field surrounding the cylinder has to be lower than 

1kA/m sein. Make sure that there isn’t any ferritic material close to the magnetic sensors (guideline: 

min. 30mm). The cylinder has to be covered against ferritic swarfs. 

Comparison of dimensions 

In difference to the Z­series the ZMS­cylinders have equal lengths at all modes of operation.  

The dimensional changes in regard to the Z­cylinders are listed below.  

13
The sensors are mounted with pipe clamps on the cylinder tube. They can be easily positioned alternatively or 

exchanged by loosing the screws of the pipe clamps. 
24

At ordering special equipment S55 the cylinder is provided with high­temperature seals as it is so with special equipment 

S5 = temperature resistant seals, whereas in this case the abbreviation S5 is no more cited in the ordering­code. 

Ø20 Ø25 Ø32 Ø40 Ø50 Ø63 Ø80 

ZMS 100 140 100 140 160 100 140 160 100 140 160 100 140 160 100 140 160 100 140 160

d1 ­ ­ 33 33 ­ 40 40 ­ 50 50 ­ ­ ­ ­ ­ ­ ­ 100 100 ­ 

L1 137 137 152 152 195 162 162 209 174 174 218 192 192 247 207 207 268 233 233 307

L1­

105 
145 145 155 155 202 164 164 221 184 184 224 197 197 257 212 212 268 231 231 308

L1­

108 
137 ­ 147 ­ 201 154 ­ 215 171,5 ­ 220 184,5 ­ 249 217 ­ 272 241,5 ­ 317

L1­

111 
165 165 175 175 226 189 189 249 216 216 256 235 235 295 257 257 315 286 286 365


